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1) Fit the crown (a) and drive wheel (b) to the motor.

» This Somfy product must be installed by a professional motorisation and home automation 23 M 1 ;
installer, for whom these instructions are intended. Ev:mmmwhmwswm:“wmﬁmﬁzms between the end of the drive
- Before installation, check that this product is compatible with the associated equipment and )
*  accessories. )

« These instructions describe how to install, commissien and use this product.
+ Moreover, the installer must comply with current standards and legislation in the country in which
the product is being installed, and inform his customers of the operating and maintenance

conditions for the product.

« Any use outside the sphere of application specified by Somfy is not approved. Such use, or any 3.2. Tube preparation
failure to comply with the instructions given herein will invalidate the warranty, and Somfy refuses
to accept liability. 1) Cut the tube to the required length.

2) Deburr the tube and remove the debris.

3) For smooth roller tubes, cut a notch with the
following measurements:

e=4mm/0.16In h=28mm/1.1In

Subject to technical modifications.

In addition to the safety instructions described mws.@mw gul e sure to also observe the
instructions set out in the attached document "Safety instructions to follow and keep", 3.3. Motorftube assembly

1) Switch off:the mains supply of the shade before MBI 1) Slide the motor inta the tube.

performing any service operation in the vicinity, 2 For smoath roller tubes, position the notch previously
To avoid:damaging the product: cut on the crown.
2) Never immerse It In liquid] 2) Fix the tube to the drive whell with 4 self-tapping

. : screws with a diameter of 5 mm or 4 steel pop rivets
3) Avaid impacts| 4 with a diameter of 4.8 mm located atL - 15 mm = 3 mm.

4) Do not drap it/

8) Avoid moving the shade if ice has formed oniit.
7) Never connect two control points to a single:motor.
8) Never connect twe motars to a single contral: point.

Warning: The screws or pop rivets must only be
attached to the drive wheel and not to the motor.

3.4. Mounting the motorized tube on th

If necessary, screw the bracket interface on the metor
head.

1) Meunt the motorized tube on the end bracket (c).
2) Mount the motorized tube on the motor bracket (d).
Fit the stop ring (e).
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1) Cut off the mains power supply.
2) Connect the motor according to the information in the table below:

RANGE | Neutral Live | Live Earth.
.Mmaﬁrmoxm Blue Brown Blagk Yellow/
e e Green

White Black Red Green

4X0,78 mm?

R

;OMMISSIONING

,,m.,‘_. ,Osoox_zn the rotation direction _

1} Remove the protective housing. 1
Press simultaneously on the white and yellow push-
buttons to operate them.

2) Switch on the power supply. 2
3) Press the control point UP button:

a) If the shade is raised (a), the rotation direction is
correct: move to the section entitled «Adjusting the end

limits». 3
b) If the shade is lowered (b), the rotation direction is .
incorrect: move to the next step. &

4) Switch off the power supply.
Reverse the two live wires on the control point.

5) Switch on the power supply.
Press the control point UP button to check the rotation
direction.
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5.2. Adjusting the end limits

The limits can be set in any sequence.

5.2.1. Up limit

a. Press the control point UP butten to raise the shade
to the Up limit.

b. Press the control point STOP button when it reaches
the desired Up limit.

Looking at the motor head end-on:

+ If the shade raises from the left-hand side of the
motor head, press the yellow button to unlock it: the
upper end limit is set.

« If the shade raises from the right-hand side
of the motor head, press the white button to unlack it:
the upper end limit is set.

5.2.2. Down limit

a. Press the control point DOWN button to lower the
shade to the Down limit.

b. Press the control point STOP button when it reaches
the desired Down limit.

Looking at the motor head end-on:

» If the shade lowers from the left-hand side of the
motor head, press the white button to unlock it: the
lower end limit is set

+ If the shade lowers from the right-hand side of the
motor head, press the yellow button to unlock it: the
lower end limit is set.

5.2.3. Refitte the protective housing
The end limits are recorded.

Up, Down, Stop

1) To move the shade from a limit to the other limit,
press briefly the UP or DOWN button.

2) To stop the shade, press the STOP button.
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La gamme de moteur Sonesse® 50 motor range permet de motoriser 'ensemble des applications
tubulairescan: Stores a enroulement, Stores bateaux, Ecrans de projections, ...

.&a .HMHUIZ_,O>F U>..ﬂ> | Le moteur Sonesse® 50 est congu pour motoriser les stores en silence.
Power supply. Raovieors | noveanat VEon o
| e ) i mOIN\mOIN 1
Operating temperature -20°Cto +70°C
Protection rating 1P s m
|
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